DYNAMO - SERIES 2300

2" ELECTRONIC AIR CLEANER

DIAMOND MESH

SINGLE PIECE PAD

STANDARD SIZES (inches)

12X 24 14 X 25 14 X 30
16 X 20 16 X 24 16 X 25
20X 24 20 X 25 24X 24

e ALL OTHER INDUSTRY SIZES
e EXACT, OVERSIZE, AND METRIC

TEL: 1-877-347-3569
WWW.ECOAIRFLOW.COM



DYNAMO - SERIES 2300 @ gromouser .
2” ELECTRONIC AIR CLEANER

The ECOairflow Dynamo 2" E.A.C. is the only generally available commercial grade 2" electronic air filter certified at
MERV 14. It is intended for buildings and geothermal applications demanding superior air quality coupled with
low pressure drop.

The patented MERV 14 Dynamo 2" E.A.C. is a carbon-filament style electronic air cleaner. It is intended for use in
applications where airflow face velocity rate is typically 500 FPM or higher. It can be used as a stand-alone product
or in combination with other types of filtration products to meet specific application criteria. Patented filtration
technology delivers superior filtration results with better resistance to flow than other types of filters. That trans-
lates into reduced operating costs.

The Dynamo 2" E.A.C. delivers superior dust holding capabilities and proportionately longer pad life than most 1"
technologies.

In addition to the MERV 14 rating, the Dynamo 2”E.A.C. has other features which add to it's compliance rating.
Plastic components, where feasible, include recycled materials. Plastic and metal components of the filter, as well
as the glass fiber pads can be recycled as post consumer waste.

Low air resistance coupled with low power consumption means energy consumed within the HVAC system is up
to 15% less than with many competitive filters. In a large building, the savings can be considerable.

V-Bank Configuration Flat Configuration

US PATENT NO. 8,721,775
CA PATENT NO 2,740,455
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TANDEM CONNECTION
(if required)

SPECIFICATIONS

PRESSURE DROP: NOMINAL INPUT: VOLTAGE RANGE: CONSUMPION: APPARENT POWER:

.13 in wec @ 300fpm 18V min TO 30 V max

24 Volts (floating) 2 Watts 2VA

.27 in wec @ 500fpm (floating)
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